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Apple lles System Fan 
Installation Instructions 


The Apple® IIGS™ fan works along with the vents on the top and 
bottom of the computer to circulate fresh air through the case. This 
keeps your computer system running cooler, which prolongs the life 
of computer components. 


Installing the fan 


1. Turn off the power switch on your Apple IIGS, but leave the power 
cord plugged in. This keeps the computer system grounded. 


If the power has been on, wait at least 30 seconds after turning 
off the power before connecting the fan. 


2. Remove the lid from the Apple IIGS case. Wrap your hands 
around the rear corners of the case (See Figure 1), and hold the 
lid latches in with your index fingers while you push up on the lid 
with your thumbs. When you feel the lid release, lift it all the way 
off the case and put it to one side. 

3. Touch the power supply case to discharge any static electricity 
that may be on your clothes or body (see Figure 2). 

4. Orient the fan so that the plastic hooks are pointed down and 
lined up slightly above the notches in the side of the power 
supply case (see Figure 3). Then press the fan down and toward 
the power supply case until you hear the hooks click into place. 

5. Plug the fan connector into the prongs marked FAN on the main 
circuit board (see Figure 4). The prongs are between the RGB 
monitor port and the disk drive port. 

6. Replace the lid. 


That's all there is to it. When you turn on the power, you'll hear the 
fan blades rotating, and you'll know that the fan is doing its job. 
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Figure ] Figure 2 
Remove lid from case Touch power supply 





Figure 3 Figure 4 
Attach fan to power supply Plug fan into circuit board 
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